How to read your engine model For Earth, FOI’ Llfe

WG2503- GIL/N-E3 Kuhotn
Emission Level
Natural Gas
LPG
Gasoline
Engine Series
2,5 L Displacement
Gas
Water-Cooled

Sl Engine Guide

(Spark Ignited)

Specifications are subject to change without notice.
Power based on SAE J1995 Gross Power {without air
cleaner, muffler, fan, with alternator without load)

The data on this chart are for information purposes
only and do not represent binding values.

For details ask your nearest Kuhota dealer.
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kW

F WG972-G/L/N

= <1litre

> 1 litre

WG972-G-E4 242
WG972-L-E4 22,0
WG972-N-E4* 204

*Compressed Natural Gas

- WG1605-G/L/N

WG1605-G-E3 425
WG1605-L-E3 41,0
WG1605-N-E3 38,4

WG1903-G/L/N

WG1903-G-E3 35,0
WG1903-L-E3 35,0
WG1903-N-E3 325

WG2503-G/L/N

WG2503-G-E3 455
WG2503-L-E3 46,0
WG2503-N-E3 42,4

WG3800-G/L/N < 56 kW
WG3800-G-E3 55,4
WG3800-L-E3 55,4
WG3800-N-E3 554

WG3800-G/L/N > 56 kW
WG3800-L-E3 70,0
WG3800-N-E3 65,0

Stage 5 (< 1L and > 1L)
USA EPA Phase 3/CARB Phase 3/4 (< 1L)
USA EPA Tier 2/CARB Tier 3(>11L)

o
)
g
o
?

Engine Speed
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Torque {max)
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Several dual fuel and multiple fuel engine models are available. Please ask your Kubota Dealer.

Long-maintenance variants available subject to application.
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