
Diesel Product Offering



DIESEL ENGINE

* N= 80/1269/cee - iso 1585 Nb= iso 3046 ifn e iso 14396                  NA= iso 3046 icxn

Model Cylinders Displacement
[cm 3]

Power [kW/HP] * Max Torque
[Nm@rpm]N Nb NA Speed [rpm]

15 lD 225S
KD 225S

1 224 2.7/3.7 2.5/3.4 2.3/3.1 3000 9.8@2000

15 lD 225
KD 225

1 224 3.5/4.8 3.3/4.5 3.1/4.2 3600 10.4@2400

15 lD 350S
KD 350S

1 349 5.0/6.8 4.6/6.2 4.1/5.6 3600 14.7@2200

15 lD 350
KD 350

1 349 5.5/7.5 5.1/7.0 4.7/6.4 3600 16.6@2400

KD15 440S 1 441 7.3/10.0 6.8/9.2 6.2/8.4 3600 22.5@2100

KD15 440 1 441 8.0/10.9 7.4/10.1 6.7/9.1 3600 24.5@2200

15 lD 500
KD 500

1 505 8.8/12.0 8.2/11.1 7.5/10.2 3600 30.0@2200

3 lD 510 1 510 9.0/12.2 7.3/10.0 6.6/9.0 3000 3.35@1800

25 lD 330/2
KD 330/2

2 654 12.0/16.3 11.2/15.2 10.3/14.0 3600 32.0@2400

25 lD 425/2
KD 425/2

2 851 14.0/19.0 13.0/17.7 12.0/16.3 3600 42.0@2200

12 lD 477/2
KD 477/2

2 954 16.8/22.8 15.7/21.4 14.5/19.7 3600 55.0@2100

9 lD 625/2
KD 625/2

2 1248 21.0/28.5 18.8/25.5 16.9/23.0 3000 67.0@2000

11 lD 626/3
KD 626/3

3 1870 28.0/38.1 26.0/35.4 23.4/31.8 3000 102.0@2000

AIR COOLED



DIESEL ENGINE

* N= 80/1269/cee - iso 1585 Nb= iso 3046 ifn e iso 14396                  NA= iso 3046 icxn** Gasoline enGine

Model Cylinders Displacement
[cm 3]

Power [kW/HP] * Max Torque
[Nm@rpm]N Nb NA Speed [rpm]

lDW 442EVO 2 440 8.5/11.5 - - 4400 21.0@2000

lDW 492 2 480 8.5/11.5 - - 3600 28.0@2200

lDW 502
KDW 502

2 505 8.6/11.7 - - 3600 40.5@2200

lgW 523 MPi** 2 505 15.0/20.4 - - 5000 39.0@2200

lDW 702  
KDW 702

2 686 12.5/17.0 11.7/16.0 10.7/14.5 3600 40.5@2000

lDW 1003 
KDW 1003

3 1028 19.5/26.5 18.0/24.5 16.5/22.4 3600 67.0@2000

lDW 1404 
KDW 1404

4 1372 26.0/35.2 24.5/33.3 22.4/30.5 3600 84.0@2000

lDW 1603 
KDW 1603

3 1649 29.5/40.1 27.6/37.5 25.4/34.5 3000 106.5@1600

lDW 2204 
KDW 2204

4 2199 37.5/51.0 34.5/46.9 32.0/44.0 3000 144.0@2000

lDW 2204/T
KDW 2204/T

4 2199 47.0/63.0 44.3/60.2 40.8/55.5 3000 190.0@1800

KDi 1903M 3 1861 - 31.0/42.0 - 2600 133.0@1500

KDi 1903TCR 3 1861 - 42.0/56.0 - 2600 225.0@1500

KDi 2504M 4 2482 - 36.4/49.0 - 2600 170.0@1500

KDi 2504TCR 4 2482 - 55.4/74.0 - 2600 300.0@1500

KDi 3404TCR 4 3359 - 55.4/74.0 - 2200 380.0@1400

KDi 3404TCR SCR 4 3359 - 100.0/134.0 - 2200 500.0@1400

LIQUID COOLED
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Kohler Engines is a brand distributed by Lombardini s.r.l., 
part of Kohler Group.
Lombardini has manufacturing facilities in Italy, Slovakia 
and India  and sales subsidiaries in France, Germany, UK, 
Spain and Singapore.
Kohler/Lombardini reserve the right to make 
modifications without prior notice.
For the latest version please visit our website:
www.lombardini.it

DEuTSCHlAND
lombardini Motoren gmbH
Fritz-Klatte-Str. 6, Bürogebäude 2
65933 Frankfurt am Main, 
DEUTSCHLAND
T. +49-(0)69-9508160 
F. +49-(0)69-95081630

EuROPE
lombardini Srl
Via Cav. del lavoro 
A. Lombardini n° 2 
42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1 
infodiesel@kohler.com

uK
lombardini u.K. ltd
1, Rochester Barn - Eynsham Road
OX2 9NH
Oxford, UK
T. +44-(0)1865-863858
F. +44-(0)1865-861754

fRANCE
lombardini france S.a.s.
47 Allée de Riottier,
69400 Limas, FRANCE
T. +33-(0)474-626500
F. +33-(0)474-623945

ROAPAC
Kohler Singapore Pte ltd 
(Kohler Power Systems)
7 Jurong Pier Road
SINGAPORE 619159
T. +65-63020701
Sgsalesall@kohler.com

ESPAÑA
lombardini ESPAÑA, S.l.
P.I. Cova Solera 1-9
08191 - Rubí (Barcelona)
ESPAÑA
T. +34-(0)9358-62111
F. +34-(0)9369-71613


