
 
 

PART NUMBER PREFIXES & ENTRY STYLES 
For website stock availability check, part search & quick order page 
 

Manufacturer Part Number Prefix Usual Part Number Entry Styles 
 
 
 
 

B Continuous string of digits 
(No dashes or spaces) 
Or as shown in parts lists 

      H 5 digits-3 digits-remaining digits (e.g. 
H17211-ZL8-023) 
Or as shown in parts lists 
 

 
 

HZ 
 
 
 

Continuous string of digits 
(No dashes or spaces) 

 

 

HG Continuous string of digits 
(No dashes or spaces) 
 
 

 

 
 

KW Continuous string of digits 
(No dashes or spaces) 

 N/A 
(All part numbers  

end in –S) 

Continuous string of digits-S  
(e.g. 235901-S) 
Or 2 digits 3 digits 2 digits-S 
(e.g. 12 050 01-S) 
Or as shown in parts lists 
 

 K 5 digits-5 digits 
(e.g. KHH160-32093) 
Or as shown in parts lists 
 

 L 4 digits.3 digits 
(e.g. L2175.050) 
Some parts lists/boxes will show 
ED1234567890-S, ignore ED12/0-S & 
add a dot to make L3456.789 
 

 T Continuous string of digits  
(No dashes or spaces) 
 

 TT Continuous string of digits  
(No dashes or spaces) 
 
 

 Y 6 digits-5 digits 
(e.g. Y119260-32010) 
Or as shown in parts lists 
 

 


